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SECTION I 

EROl;F'AI~ FINISHES 
M'ZO. COATtNGS AMERICA INC. 

3TREET ADDRESS: 
20144 S. NORMANDIE AVE 
T~, CA Wu02 

~y TELEPHONE NO.t 
<213) 320-68® 

TRAil£ NAME! 
WHITE EPOXY· SILK ~ 

MANUFACTURERS CODE IDENTIFICATIONt 
446~10500 

--....,._--·--------·•- ..•• _ ·------- Use with Catal:]~_t ~!_§.§_ _____________________ , 

SECTION II - HAZARIIGIJS .. INGREDIENTS 

D~Yl.ENE GLYCOL MEIH'tl, ETHER 

PROF·~ GLYCOL METHYl ETHER ACETATE 

/~ .• ~~:~XIDE 

BOILING RANGEt 
294 - 374 DEG. F 

~AP'aRATION RATE vs. ETHER: 
SLOWER 

~/ 

PERC£NT VOLATILE DY VOLUI£: 
100•0 

* TLV * PEL * VAPOR 

C.A.S. NO• * ~T * * PPM MGIM3 * PPM HG/M3 * PRESS 

~ff;Y,Wi* * * 
2<>32f3~-1 ~~f~ SJ<IN * 100.00 600 .• 00* ,too.oo 
10&-~H *lo;..~ * ---*-

* 600.00* 1.0 

---* 3.8 

* * * * * 
13463-67-7 *45-6<>* * -- s.oo* 15.00* NA 

------------------·· 

\IAP,OR DENSITY lJS. AIR: 
HEAVIER THAN AIR 

WEIGHT PER GALlaNt 
11.30 us. 
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MATERIAL SAFErY DATA SHEET 

SECTION IV - FIRE AND EXPLOSION HAZARD DATA 

( 

CATEGORY: FLASH POUITt 

PAINT, 
Fl.AHMABLE LIQUID, UN-1263 43F TCC 

OSHA CLASSIFICATION: 
FLAMMABLE LIQUID - CLASS IB 

EXTINGUISHING MEDIA: 
FCWI, CARBON DIOXIDE, DRY CHEMir..ALS 

I 

UNUSUAL FIRE AND EXPLOSION HAZARDS: 
KEEP CONTAINERS TIGHTLY CLOSED. ISOLATE FROM HEAT t ELECTRIAL EQUIPMENT, SPARKS, 

AND 0P£N FLAME. CLOSED CONTAINERS MAY EXPLODE WHEN EXPOSED TO EXTREME HEAT • 

APPLICATION TO HOT SURFACES REGUIRES SPECIAL PRECAUTIONS. 

SPECIAL FIRE FIGHTING PROCEDURES: 

WATER MAY BE INEFFECTIVE. WATER SHOULD BE USED TO COOL CONTAINERS EXPOSED TO 

FIRE. FIRE FIGHTING PERSONto.'EL SHOULD WEAR SELF-CONTAINED BREATHING APPARATUS. 

STABILITY: 
STABLE 

INCOMPATIBILITY <MATERIALS TO AVOID): 
1NE REASONABLY FORESEEABLE. 

HAZARDOUS DECOMPOSITION PF:ODUCTS: 

SECTION V - REACTIVITY DATA 

CARBON MONOXIDE, CARBON DIOXIDE, SMOKE, OXIDES OF NITROGEN. 

HAZARDOUS POLYMERIZATION: 
WILL NOT OCCUR 

CONDITIONS TO AVOID: 
NOT APPLICABLE 

LEU 1.5 

BOE-CS-0227980 



MATERIAL SAFETY DATA SHEET 

--------------· 
SECTION VI - HEALTH HAZARD DATA 

'-.-<ii\'ESHOLD LIMIT VALUE: SEE SECTION II. 

EMEF:GENCY AND FIRST AID PROCEDURES t 
INHALATION: MOVE TO FRESH AIR. GIVE ARTIFICAL RESPIRATION IF NECESSARY. 

SKIN CONTACT: WASH WITH SOAP !. WATER. 
EYE CONTACT: FLUSH WITH WATER FOR AT LEAST 15 MINUTES, CONSULT A PHYSICIAN. 

INGESTIONt DRINK ONE OR TWO GLASSES OF WATER TO DILUTE. DO NOT INDUCE VOMITING. 

CONSULT PHYSICIAN OR POISON CONTROL CENTER IMMEDIATELY • TREAT SYMPTOMATICALLY • 

MEDICAL CONDITIONS PRONE TO AGGRAVATION: NONE EXPECTED 

THE FOLLOWING HAZARDS HAVE BEEN REPORTED TO BE ASSOCIATED WITH THE INDIVIDUAL COMPONENTS OF 

THIS PRODUCT. THESE HAZARDS MAY NOT ALL BE ASSOCIATED WITH THE FINISHED PRODUCT. 

ACUTEt 
PROLONGED OR REPEATED CONTACT MAY CAUSE EYE IRRITATION. 
VAPORS AND FUMES MAY BE IRRITATING TO lJF'PER RESPIRATORY TRACT. 

Fi\'OLONGED CONTACT WITH THE SKIN HAY LEAD TO EXTRACTION OF NATURAL OILS WITH RESULTANT 

MILD IRRITATION. 
SWALLOWING CAN CAUSE GASTROINTESTINAL IRRITATION, NAUSEA, VOMITING,. AND DIARRHEA. 

DRY PIGMENT MAY CAUSE A NUISANCE DUST, WHICH CAN BE IRRITATING TO RESPIRATORY SYSTEM. 

NOTICE: INTENTIONAL MISUSE BY DELIBERATELY CONCENTRATING AND INHALING THE CONTENTS MAYBE HARMFUL 

OR FATAL. REPORTS HAVE ASSOCIATED REPEATED AND PROLONGEII OCCUPATIONAL OVEREXPOSURE TO SOLVENTS 

l.IITH PERMANENT BRAIN AND NERVOUS SYSTEM DAMAGE. 
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MATERIAL SAFETY DATA SHEET 

-------------------- ------·-------· 
SECTION· VII - SPILL OR LEAK PROCEDURES 

~rEPS TO BE TAKEN IN CASE MATERIAl.. IS RELEASED OR SPILLED: 
REFER TO PROTECTIVE MEASURES LISTED IN SECTIONS IV., V., VI., VIII. AND IX. 
REMOVE ALL SOURCES OF IGNITION. AVOID BREATHING VAPORS, VENTILATE AREA. REMOVE 
WITH INERT ABSORBENT. 

WASTE DISPOSAL METHOD: 
INCINERATE IN APPROOED FACILITY, DO NOT INCINERATE CLOSED CONTAINERS, DISPOSE OF 
IN ACCORDANCE WITH FEDERAL, STATE, AND LOCAL POLLUTION CONTROL REQUIREMENTS, 

--------· ·------- - ------
SECTION VIII - SAFE HAMDLING l. USE INFORHATION 

RESPIRATORY ~~TECTIONt 
ADEQUATE VENTILATION IS REGUIRED. USE NIDSHIMSHA APPROVED RESPIRATOR DEVICE, 
SEE YOUR SAFETY EQUIPMENT SUPPLIER FOR EVALUATION AND RECOMMENDATION, 
IN CONFINED AREAS USE NIDSHIMSHS APPROVED AIRLINE RESPIRATOR OR HOOD, 

VENTILATION: 
PROVIDE SUFFICIENT VENTILATION TO KEEP VAPOR CONCENTRATION BELOW GIVEN TLV AND 
LEL. FOR BAKING FINISHES, EXHAUST VAPORS EMITTED ON HEATING. REMOVE 
DECOMPOSITION PRODUCTS FORMED DURING WELDING OR FLAME CUTTING OF SURFACES COATED 
WITH THIS F1\~DUCT, 

PROTECTIVE GLOVESt 
REQUIRED FOR PROLONGED OR REPEATED CONTACT, 

~E PROTECTION: 
USE SAFETY EYEWEAR DESIGNED TO PROTECT AGAINST SPLASH OF LIQUIDS, 

OTHER PROTECTIVE EGUIPHENTt 
EYE BATH AND SHOWER SHOULD BE AVAILABLE. USE CHEMICAL RESISTANT APRON, BOOTS OR 
OTHER CLOTHING IF NEEDED TO AVOID REPEATED OR FREQUENT SKIN CONTACT, LIGUID MAY 
PENETRATE SHOES AND LEATHER CAUSING DELAYED IRRITATION, 

HYGIENIC PRACTICES: 
WASH HANDS BEFORE EATING, SMOKING OR USING WASHROOM 

• 

- -------------------· 
SECTION IX - SPECIAL PRECAUTIONS 

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORINGt 
KEEP AWAY FROM HEAT, SPARKS, AND OPEN FLAMES, CLOSE CONTAINERS AFTER EACH USE, 
CONSULT NFPA CODE FOR ADDITIONAL STORAGE REQUIREMENTS, 

OTHER PRECAUTIONS: 
DO NOT TAKE INTERNALLY. USE APPROVED BONDING AND GROUNDING PROCEDURES, OBSERVE 
LABEL PRECAUTIONS, 

APPROVED BY RAW MATERIAL & FORMULA INFORHATION DEPARTHENT 

FORttULA DATE 2/10/86 

THIS INFORMATION IS FURNISHED WITHOUT WARRANTY, EXPRESSED OR IMPLIED, EXCEPT THAT IT IS ACCURATE 
TO THE BEST KNIM..EDGE OF AKZO COATINGS AMERICA. THE DATA ON THIS SHEET RELIES ONLY TO ll£ 
SPECIFIC MATERIAL DESIGNATED HEREIN. AKZO COATINS At£RICA ASSUMES NO LEGAL RESPONSIBILITY FOR 
USE OR RELIANCE lPON THIS DATA. 
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